Vbsmax

P n J P3MO07025K4EG2 SiC MOSFET Io
Io(100°C)

N-Channel Enhancement Mode

Rps(on)

SiC MOSFET P3M07025K4EG2

N-Channel Enhancement Mode

Features W
e Qualified to AEC-Q101 ¥
e High Blocking Voltage with Low On-Resistance Drain

(Pin1, TAB)

e High-Frequency Operation
e Ultra-Small Qqgq

e 100% UIS tested :tL
Gate

(Pin 4)
L3 .—
B e n efl t S Kelvin Source Power Source

(Pin 3) ®in2)

e Improve System Efficiency
e Increase Power Density

e Reduce Heat Sink Requirements
TO-247-4

e Reduction of System Cost
Drain 1

Power Source

Applications

Kelvin Source
e Solar Inverters

E- N VS I\

Gate

e EV Battery Chargers
e High Voltage DC/DC Converters
e Switch Mode Power Supplies

. ROHS
Order Information

Part Number Package Marking

P3MO07025K4EG2 TO-247-4E P3M07025K4EG2
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N-Channel Enhancement Mode

'n J P3M07025K4EG2 SiC MOSFET

1. Maximum Ratings

At T)= 25°C, unless specified otherwise

Parameter Symbol Value Unit | Test Conditions
. Vgs= 0V
Drain - Source Voltage Vbsmax 750 \Y
o= 100pA
Gate - Source Voltage. max
. VGsmax -10/ +22 \Y Duty cycle < 1%
(dynamic)V
Gate - Source Voltage. max i
: VGsmax -5~ +20 \Y Static
(static)
Recommend turn-on gate
voltage V +15/ +18
g G5 / Vv Static
Recommend turn-off gate Vas,off -3
voltage
84 Ves= 18V
Tc= 25°C
60 Ves= 18V
Conti Drain C I A Tc=100°C
ontinuous Drain Current D Ves= 15V
82
Tc= 25°C
cg Ves= 15V
Tc= 100°C
4 PW< 10us,
Pulsed Drain Current Ip(pulse) 240 A Duty cycle < 1%
Power Dissipation Pp 319 w
Operating Junction T -55To +175 °C
Storage Temperature Tstg -55To +175 °C
Solder Temperature TL 260 °C
. 1 Nm
Mounting Torque Mq .| M3 or 6-32 screw
8.8 Ibf-in

1)  Note : When using MOSFET Body Diode Vesmax=-4/20V
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2. Electrical Characteristics

At T)= 25°C, unless specified otherwise

P3MO07025K4EG2 SiC MOSFET
N-Channel Enhancement Mode

Parameter

Symbol

Value

Min.

Typ.

Max.

Unit

Test Conditions

Drain-Source
Breakdown Voltage

V(BRr)DSS

750

Vgs= OV
b= 1.2mA

Gate Threshold
Voltage

VGsith)

2.0

3.5

Vps= Vs
Ib= 20mA
T, = 25°C

2.5

Vps= Vs
Ib= 20mA
Ty, = 175°C

Zero Gate Voltage
Drain Current

Ipss

100

MA

Vgs= 0V
Vps= 750V

Gate-Source Leakage
Current

lgss

250

nA

Ves= -5 to 18V
Vps= OV

Drain-Source On-
State Resistance

Rbs(on)

25

32

31

28

33

mQ

Ves= 18V
o= 40A
T)=25°C

Ves= 18V
o= 40A
Ty= 175°C

Ves= 15V
o= 40A
T)= 25°C

Ves= 15V
o= 40A
Ty=175°C

Trans conductance

Jfs

26

25

Vps= 20V
Ips= 40A
T)=25°C

Vps= 20V
Ips= 40A
T)=175°C
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nJ P3M07025K4EG2 SiC MOSFET

N-Channel Enhancement Mode

Value
Parameter Symbol Unit | Test Conditions
Min. Typ. | Max.
Input Capacitance Ciss / 2935 /
Vgs= OV
Output Capacitance Coss / 200 / PF | vps= 500V
Reverse Transfer c y 13 y f= 1MHz
Capacitance e Vac= 25mV
Coss Stored Energy Eoss / 27 / W
Turn-on Energy Eon / 261 /
V8]
Turn-off Energy Eoff / 119 /
Turn-On Delay Ti T / 37 / Vos= 500V
urn-On Delay Time
y deon Ves= -4/15V
Rise Time t, / 25 / Io= 40A
Rec= 5Q
ns
Turn-Off Delay Time Tdof / 45 /
Fall Time tr / 11 /
Turn-on Energy Eon / 181 /
W
Turn-off Energy Eof / 120 /
Turn-On Delay Ti T / 31 / Vos= 500V
urn-On Delay Time
Y diom Ves= -4/18V
Rise Time t, / 19 / Io= 40A
Re= 5Q
ns
Turn-Off Delay Time Td(off) / 41 /
Fall Time tr / 11 /
Internal Gate R / 27 ) o f= 1MHz
Resistance 6nd ' Vac= 25mV
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nJ P3M07025K4EG2 SiC MOSFET

N-Channel Enhancement Mode

Value
Parameter Symbol Unit | Test Conditions
Min. Typ. | Max.

Gate to Source
Qgqs / 30 /

Charge Vps= 500V
Gate to Drain Ch Q / 49 / c | los=40A
n
ate to Drain Charge gd Vese -3 to 15V
lc= 5mA
Total Gate Charge Qg / 102 /
Gate to Source
h Qgs / 33 /
Charge Vbs= 500V
Gate to Drain Charge Qqd / 50 / nC los= 40A
Vgs= -4 to 18V
lc= 5mA
Total Gate Charge Qg / 121 /
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N-Channel Enhancement Mode

'n J P3M07025K4EG2 SiC MOSFET

3. Reverse Diode Characteristics

At T)= 25°C, unless specified otherwise

Value
Parameter Symbol Unit Test Conditions
Typ. Max.
Vgs= -3V
3.4 / \Y Isp= 20A
. T)= 25°C
Diode Forward Voltage Vsp
Vgs= -3V
3.0 / \Y Isp= 20A
T;=175°C
Continuous Diode
Is / 75 A Vgs= -3V
Forward Current
Reverse Recover Time trr 13 / ns Vgs= -4V/15V
Isp= 40A
Reverse Recovery
er 251 / nC VRr= 500V
Charge
3 dir/di=4091 A/ps
Peak Reverse Recovery " 34 y A T)= 25°C
Current
Reverse Recover Time ter 12 / ns Ves= -4/18V
Isp= 40A
Reverse Recovery
er 304 / nC VR= 500V
Charge
dit/di=5938 A/ps
Peak Reverse Recover °
y lrm 42 / A T)= 25°C
Current
4. Thermal Characteristics
Parameter Symbol Value Unit
Thermal Resistance from Junction to Case Reic 0.47 °C/W

Ewww.pnjsemi.com Page 7 of 15 Ver. 1.1 Feb. 2026



N-Channel Enhancement Mode

'n J P3M07025K4EG2 SiC MOSFET

5. Typical Performance

At T)= 25°C, unless specified otherwise

200 200
Conditions: Conditions:
—_ = 55°C —_ _ T,z 25°C
< Ves = 18Y o sz.,fs < Vas =18Y, t, <2004
4160 . 2160
- - 5= 15
£ -
[= c
g 10 2 120 Ves=13V
= =1
O 8]
g 3
.5 80 ; 80 =11V
<] [
v A
£ a0 Ves =11V £ a0 Vgs=9V
g g
a Vos = 8V o V=7V
Vgs =7V =
0 0
o 2 4 6 8 10 12 14 16 18 20 o 2 4 6 8 10 12 14 16 18 20
Drain-Source Voltage, V(V) Drain-Source Voltage, Vp (V)
Figure 1. Output Characteristics Ty=-55°C Figure 2. Output Characteristics Ty=25°C
200 200
Vg, = 18V, Conditions:
E T,=125°C g Ve =18
Z 160 Ve 715V 200 2 160 V=15V
- s = 13V .
k= .E Vs = 13V
g @ 120
5 120 Vs =11v = Vs =11V
o S
g @
g 80 o 8 Ves =8V
m? Vs = 9v §
£w g w —
5 g e
t, < 200ps
0 0
c 2 4 6 8 10 12 14 1 18 20 0 2 4 6 8 10 12 14 16 18 20
Drain-Source Voltage, Vp,4(V) Drain-Source Voltage, VDS(V)
Figure 3. Output Characteristics Ty= 125°C Figure 4. Output Characteristics Ty = 175°C
60 40
_— Conditions:
o E Vgs = 18V
é 50 £ 3 t, < 200ps
2 g T,2175°C
“‘5 “q .-; % T,=-55°C
of 2
2 25 T,=125°C
c Q
] 9 5 T,225°C
E 20 5
E g 15
c 10 Conditions: g
o Ips = 40A =
= 1, < 200ps S 1
55 35 15 5 25 45 65 85 105 125 145 165 Y 20 40 60 80
Junction Temperature, T,(°C) Drain-Source Current, I,4(A)
Figure 5. On-Resistance vs. Temperature Figure 6. On-Resistance vs. Drain Current Various
Temperatures
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P3MO07025K4EG2 SiC MOSFET
N-Channel Enhancement Mode

120

— 120
= naitions:
- T,=-55°C e -
£ 100 t, < 200us s
N — w
o = 90
é 80 | T,=25°C E"
5 2
A 60 3 6o T,=125°C b—L1-25c
- @
9 2
g a0 3
© [ T,=-55°C
-t 1
o £
3 20 E Conditions:
e« [a] V=20V
t, < 200ps
S ° 0 -
9 1 13 15 17 19 21 0 2 4 6 8 10 12
Gate-Source Voltage, Vg¢(V) Gate-Source Voltage, Vg (V)
Figure 7. On-Resistance vs. Gate-Source Voltage Figure 8. Transfer Characteristic for Various Junction
Temperatures
-8 -7 -6 -5 4 3 2 1 -8 -7 6 -5 -4 -3 2 1 0
0 0
< <
8 20 | A 20
o -
c -
g g
5 -40 = -40
(=) =1
pt o
(]
g -60 g -60
"1 o
‘2 v
= £ -80
g Conditions: = E Conditions:
T, = -55°C [a] T,=25°C
t,<200ps t, < 200ps
-100 -100
Drain-Source Voltage, Vp4(V) Drain-Source Voltage, Vp(V)
Figure 9. Body Diode Characteristic at -55°C Figure 10. Body Diode Characteristic at 25°C
-8 7 6 5 -4 3 2 1 0 -8 7 6 5 4 3 2 1 0
0 0
< <
B8 -20 8 -20
3 o
c (=4
] o Ves=-5V
= -40 = -40
=1 =1
o o
8 8
5 -60 5 -60
o [}
@ ¥
£ £ -80
E Conditions: 80 E Conditions:
o T,=125°C [a] T,=175°C
t, <200ps t, <200us
-100 -100
Drain-Source Voltage, Vps(V) Drain-Source Voltage, Vp4(V)

ﬁgiure 11. Body Diode Characteristic at 125°C
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P3MO07025K4EG2 SiC MOSFET
N-Channel Enhancement Mode

6 21
Conditions:
VDS = VGS <
S s Ips = 20mA 26 18
~ O
F
s B
~ 4 [)
) ¥ 12
s =
° 3 >° 9
> Q
k=) g 6
o 2 >
< =] Conditions:
4 v 3 Ips = 40A
£ 1 9 Igs= 5mA
© Vps = 800V
= O 0 T,=25°C
0 3
55 -35 -15 5 25 45 65 8 105 125 145 165 0 20 40 60 80 100 120
Junction Temperature, T,(°C) Gate Charge, Q4(nC)
Figure 13. Threshold Voltage vs. Temperature Figure 14. Gate Charge Characteristics
-8 7 -6 -5 -4 3 2 -1 0 8 7 -6 -5 -4 -3 2 1 0
0 0
Conditions: Conditions:
= ||7,=-55°C — . = 250
s— t,<200us s— ;rn < :(s)ﬂﬁs
8 -20 2 -20
a N
< c
[
2 Vos= 0V -40 L -40
S 5 Vgs=0V,
o O
3 )
E -60 < Ve =5V -60
2 3
ué, 2 65 =10V Vs = 15V
= - S - -80
& 80 E
= (=] Vs = 18V
-100 -100
Drain-Source Voltage, Vp(V) Drain-Source Voltage, Vp4(V)
Figure 15. 3rd Quadrant Characteristic at -55°C Figure 16. 3rd Quadrant Characteristic at 25°C
-8 7 -6 -5 -4 3 2 1 0 -8 -7 -6 -5 -4 3 2 1 0
0 0
— Conditions: —_ Conditions:
<L | |n=125°C < |
_3 t, <200ps 20 _3 t, < 200ps 20
o o
[= f=
[ [
= Veg=0v -40 t -40
3 3
] ]
Q Q
2 es 2 -60 = -60
g Vs = 10V g
vl‘ Vgs =15V l’l’
(= c
© -80 'z -80
6 Vgs = 18V E
-100 -100
Drain-Source Voltage, Vp4(V) Drain-Source Voltage, Vp4(V)
Figure 17. 3rd Quadrant Characteristic at 125°C Figure 18. 3rd Quadrant Characteristic at 175°C
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P3MO07025K4EG2 SiC MOSFET
N-Channel Enhancement Mode

1 3
Conditions: iat
0.9 - Erotal withvgg—a/sasv Conditions:
::;mio:: “ 25 IVD::(! iOOV Erotal with vge-a/115v
0.8 | r=-25¢ ’ T,= 25°C
E 0.7 ETm'alwimvl_frAdeV :,g 2 ’
E 0.6 E ‘; ‘;, Tma\wnh’\fis—jhls\l
3 0.5 -Op with Vgg=-4/+15V 3 is
an - On with Vgg=-4/+15V
£ 0.4 Eott with vge=4/+15v ién
£ 03 St it g 13 E o1 Eonstr voczapany
;§ j = = = TEonwith Vge=d 118V S e
02 |- T - F=
v T T % 0.5 Eoft with V= 4/+18v
0.1
o 0
0 20 40 60 80 100 0 10 20 30 40 50
Drain-Source Current, I,(A) External Gate Resistor R, (Ohms)
Figure 19. Clamped Inductive Switching Energy vs.  Figure 20. Clamped Inductive Switching Energy vs.
Drain Current (Vpp= 500V) Raex)
045 — 250
0a | Vonizom L B Conditons
1, = 40A Vpp=500V )
0.35 |[Rotea=52 200 |{1,=40A
= |\ o ___ Ern;a\ﬁimvﬁf 4/+18Y E T,=25°C
.g, L B e Eon with v =-afi15v e
2 025 @ 150 Lot
s E
w 02 | .. Eon wien vgszapsnay ':0
§ """" £ 100
'g 0.15 Eaﬁwnnvaf—n/usv }:3 &
2 01 Egtwith vge=a/s18v '§
v a 50 t
0.05
0 0
0 25 50 75 100 125 150 175 200 0 10 20 30 40 50
Junction Temperature, T,(°C) External Gate Resistor Rg e,y (Ohms)
Figure 21. Clamped Inductive Switching Energy vs.  Figure 22. Switching Times vs. Rgexy)
Temperature
350 70
300 — 60
2
250 % 50
w
= 200 ﬁ 40
2 5
s (=
2150 w 30
* 3
100 ‘o' 20
-
(%]
50 10
0 0
-55 -5 45 95 145 0 100 200 300 400 500 600 700 800
Tc(°C) Drain to Source Voltage, V(V)

Figure 23. Maximum Power Dissipation Derating vs.  Figure 24. Output Capacitor Stored Energy
Case Temperature
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P3MO07025K4EG2 SiC MOSFET
N-Channel Enhancement Mode

10000 10000
G
o 1000 ™ 1000
£ 2
] o Coss
o (%}
c =
g 100 g 100
%] o
© ©
(-3 Q
8 Crss 8 C
10 10
Conditions: Conditions:
T,=25°C T,=25°C
Vpc=25mV Vjpe= 25mV
f =500kHz f =500kHz
1 1
0 50 100 150 200 0 250 500 750
Drain-Source Voltage, Vp4(V) Drain-Source Voltage, V(V)
Figure 25. Capacitances vs. Drain-Source Voltage Figure 26. Capacitances vs. Drain-Source Voltage
(0 -200V) (0-750V)

1.E+00

Limited by Rogian

3 3

g & 100

=

';. 1E-01 E

e —

© 3 10

= (8]

2 o

E =

E
% 1.E-02 g
= 2 03 ' 1
'E Single Pulse 01 .E
£ e © Conditions:
2 001 a Te=25°C
E 3.2? Parameter: t,
32 E0d single pulse 0.1
1E-6 1E5 164 163 1€2 161 1E+0 i .10 100 1000
Time, t,(s) Drain-Source Voltage, Vp(V)
Figure 27. Transient Thermal Impedance Figure 28. Safe Operating Area

(Junction - Case)
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N-Channel Enhancement Mode

'n J P3M07025K4EG2 SiC MOSFET

6. Definitions

90% Vs
Gate-Source Voltage, Vgs (V)

Gate-Source Voltage, Vs (V)

o
— —

taom b tagon) .t
O

Drain-Source Voltage, Vps (V)

90% Ips

60% Ips

. — — difdtorr
= 40% Ins

40% Ins

y Vos
s Drain-Source Voltage, Vps (V)
10% Ips

Drain-Source Current, Ips (A)

10% Vps
e Borr— [ Vos xIns = Eov= VosxIns
Figure 29. Turn-off Transient Definitions Figure 30. Turn-on Transient Definitions

Reverse Recovery Current, Ixg (A) Gate-Somrre Viltage, Vou (V)
L O e _—————
Iy
1ay - —’L\_
—
60% (Ip-ly) =\ :
ot
gkt — — H\ ——¥—, Vb P
40% (Ip-Taaon) S
: \J V
W hm——— f_ I
. : N | P
e N T | e 1l
Figure 31. Reverse Recovery Definitions Figure 32. vgs Transient Definitions
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N-Channel Enhancement Mode

'n J P3M07025K4EG2 SiC MOSFET

7. Package Outlines

TO-247-4E Drawing and Dimension

B e e psiyeisC oP—, —@P1 T
! — f ]
+<} I — L]~ >5T SEL
D3 L o)
t @ ] ] \ '\j}’ i
T Th AU |
NN D |
i AT B A A I
| 0. 02-0. 05 |
. ] |
! |
O ' g [ [0.1000[B] Add]
b1 !\-kw!“ !J!“ |
| LI L 11| |
1 ] 1 1 1 1 1 ]
I I -
| I I I -
I |
I | |
I I -
Lt - U
el C—! |
e2 et —e[$ 0. 50[E[ AW = A2l
TOP VIEW SIDE VIEW(Right} BOTTOM VIEW
- 4 v | MIN. | NOM. | mAx.
L o rm oot | A 4900 | 5000 | 5100
| ] Al 1840 | 2040 | 2140
A2 2300 | 2400 | 2500
SDEMEWEITY b 0650 | 0720 | 0790
b1 1100 | 1200 | 1.300
c 0550 | 0600 | 0.700
D 20850 | 20950 | 21.050
D1 102 | 122 | 1400
D2 16.348 | 16548 | 16.748
D3 4232 | 4332 | 4432
E 15.800 | 15.900 | 16.000
E2 13.821 | 14021 | 14221
E3 1430 | 1530 | 1630
e 2540 BSC.
el 5,080 BSC.
ez 2.790 BSC.
L 19.900 | 20.100 | 20.300
L1 4024 | 4224 | 4424
oP 3500 | 3600 | 3700
@P1 | 7088 | 7188 | 7288
Q 5435 | 5635 | 5835
s 6040 | 5200 | 6.300
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Important Notice

The information given in this document shall in no event be regarded as a guarantee of conditions or
characteristics. With respect to any examples, hints or any typical values stated herein and/or any
information regarding the application of the product, PN Junction hereby disclaims any and all
warranties and liabilities of any kind, including without limitation warranties of non-infringement of
intellectual property rights of any third party.

PN Junction reserves the right to make changes at any time to any products or information herein,
without notice. “Typical” parameters which may be provided in PN Junction data sheets and/or
specifications can and do vary in different applications and actual performance may vary over time.
All operating parameters, including “Typical” must be validated for each customer application by
customer’s technical experts.

In addition, any information given in this document is subject to customer’s compliance with its
obligations stated in this document and any applicable legal requirements, norms and standards
concerning customer’s products and any use of the product of PN Junction in customer’s applications.
The data contained in this document is exclusively intended for technically trained staff. It is the
responsibility of customer’s technical departments to evaluate the suitability of the product for the
intended application and the completeness of the product information given in this document with
respect to such application.

For further information on the product, technology, delivery terms and conditions and prices please
contact your nearest PN Junction office (www.pnjsemi.com).

Warnings

Due to technical requirements products may contain dangerous substances. For information on the
types in question please contact your nearest PN Junction office.

Except as otherwise explicitly approved by PN Junction in a written document signed by authorized
representatives of PN Junction, PN Junction’s products may not be used in any applications where a
failure of the product or any consequences of the use thereof can reasonably be expected to result in
personal injury.

Copyright © PN Junction Semiconductor Co., Ltd.

All Rights Reserved.
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