FIRE BT RIATRAT
Shenzhen Sunlord Electronics Co., Ltd.

SRR SXEBHIE—APZ R

Multilayer Chip Ferrite Bead -APZ Series

TERE - -55°C ~+125°C

Operating Temp : -55°C ~+125°C

= |
ﬁﬁ & EBREEH, SGRITNREHISYE + Internal silver printed layers and magnetic shielded structures to
FEATURES minimize crosstalk
& BEERANMESRR #  Large withstand current
¢ ERBMRTEARESRBR EMI DGR 4 Can be used in a wide range of frequency to suppress EMI
¢ T{ERETEE: -55°C~125°C #  Operating temperature range: -55°C ~125°C
+ BRE AEC-Q200D 4 AEC-Q200D verified
= i
mﬁ * BTFAREDNASME / Z2EE.AEERER/ +  Noise suppression for power lines or large current signal lines of
APPLICATIONS FERE. HBEENEELR KB RESLNES automotive powertrain/safety equipment, automotive infotainment/
EikA) comfort equipment, consumer equipment
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PRODUCT da d 4 ad d a a d
IDENTIFICATION A PZ 158 u H 121 H 1 T
a FSAEALH Feature Code 533 Type SR (LxWxH) (mm)
External Dimensions (LxVWxH) (mm)
For Automotive PZ Chip Ferrite Bead For
Large current 18T[0603] 1.6%0.8%0.6
185[0603] 1.6%0.8x0.8
21S[0805] 2.00x1.25x0.85
#HRAS Material Code
|F = F PIEBEES Internal Code & [u———— Impedanice
U
| G.H. X Example Nominal Value
121 1200
102 1000Q
ﬂ MBS Application category BERERE
FIREIR R Maximum Operating Temperature B2 Packing
H .
All applications 1 | 125°C | 1 775 Tape & Reel
| 1
PHER\'I ChipBead  Solder osit
SHAPE AND )
DIMENSIONS , -
I‘. I.
) ) P
|
|
Land palten
i Unit: mm [inch]
51 Type | L wW T a A B c
158 1.0+0.05 0.5+0.05 0.5+0.05 0.25+0.1
[0402] [.039+.006] [.020+.006] [.020+.006] [.010+.004] 0.50 040 060
18T 1.6+0.15 0.8+0.15 0.6+0.15 0.4+0.2
[0603] [.063+.006] [.031+.006] [.024+.006] [.0164.008] 0.63 0.76 105
218 2.0102 1.25+0.2 0.85+0.2 0.50+0.2
[0805] [.079+.008] [.049+.008] [.033+.008] [.020+.008] 0.64 0.99 145
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=
ﬂfﬁ ﬁﬁ APZ15 TYPE
SPECIFICATIONS =bi:: EERT
= =k PRI R s = Max. DC Resistance Max. Rated Current BE
Part Number Impedance | Z Test Frequency Value After Thickness
Initial Value Testing @85°C @125°C
BT Units Q MHz mQ A mm [inch]
S Symbol z Freq. DCR Ir T
APZ15SUX100H1T 105 100 15 25 1.74 1.74
0.5+0.05
APZ15SUH121H1T 120£25% 100 95 130 1.50 0.90 [.020+.002]
APZ158UX221H1T 220425% 100 180 230 0.60 0.60
APZ18 TYPE
BBl B
= JzEn PRA AN s Max. DC Resistance Max. Rated Current BE
Part Number Impedance | Z Test Frequency VAT Thickness
Initial Value Testing @85°C  @125°C
BT Units Q MHz mQ A mm [inch]
S Symbol z Freq. DCR Ir T
APZ18TUX220H1T 22+25% 100 4 5 8.00 5.00
APZASTUH101H1T 100£25% 100 45 70 200 1.00
0.6+0.15
[.024+.006]
APZ18TUX121H1T 1204+25% 100 25 35 3.00 1.00
APZ18TUX331H1T 330+25% 100 70 85 1.50 1.00
APZ21 TYPE
BBl B
e =k PRITLHTM R s 2= Max. DC Resistance Max. Rated Current EE
Part Number Impedance | ZTestF " Thickness
o - - Value After o o
Initial Value Testing @85°C  @125°C
B4 Units MHz mQ A mm [inch]
S Symbol z Freq. DCR Ir T
APZ21SUG101HIT 100+25% 100 50 90 2.00 125
0.85+0.2
[.033+.008]
APZ21SUG47TTHIT 470+25% 100 250 350 0.80 0.80
¥ O REEFERRBHABTEMBSHFENT M. BHRASHHFEEAR
#: Products with other electrical characteristics can be provided upon customer’s request. Please contact your local sales.
=
B meem o _
HTEREBT +85C N, BRIET/FRERF BERMRAIBILE
TYPICAL
ELECTRICAL Rated Current
CHARACTERISTICS When Operating temperatures exceeding +85°C , Please apply the derating curve shown in chart according to the Operating temperature.

su“lord All information and data presented in this Catalog are for information only. You are requested to approve our product specification before your ordering.
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FIRE BT RIATRAT
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[, |
aﬁﬁﬁ APZ15 TYPE
EE'Ergl'll'-RICAL APZ15SUX100H1T APZ15SUH121HAT
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